
EXTERNAL LIGHTNING PROTECTION | INGESCO® PDC LIGHTNING ROD | 

INGESCO® PDC 3.1
LIGHTNING ROD

	 Coverage radius (m) INGESCO® PDC 3.1 according to protection level  
	 and height (UNE 21.186:2011, NFC 17.102:2011 and NP 4426:2013)

	 Coverage radius (m) INGESCO® PDC 3.3 according to protection level  
	 and height (UNE 21.186:2011, NFC 17.102:2011 and NP 4426:2013)

	 Coverage radius (m) INGESCO® PDC 4.3 according to protection level  
	 and height (UNE 21.186:2011, NFC 17.102:2011 and NP 4426:2013)

 

h (m)
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LEVEL III
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Ref.

101005

Material

SST

H (mm)

598

D1 (mm)

16

M1 (mm)

M20

A (mm)

156

Weight (g)

3600



h (m)

2

4

6
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20

LEVEL I

17

34

43

44

45

LEVEL II

20

39

49

51

54

LEVEL III

23

46

58

61

65

LEVEL IV

26

52

66

69

75

Ref.

101001

Material

SST

H (mm)

598

D1 (mm)

16

M1 (mm)

M20

A (mm)

156

Weight (g)

3200



h (m)

2

4

6

10

20

LEVEL I

29

58

73

73

74

LEVEL II

32

64

80

82

83

LEVEL III

36

72

91

93

95

LEVEL IV

40

80

100

102

106

Ref.

101008

Material

SST

H (mm)

598

D1 (mm)

16

M1 (mm)

M20

A (mm)

156

Weight (g)

3800



h (m)

2

4

6

10

20

LEVEL I

21

41

52

53

54

LEVEL II

24

47

59

61

63

LEVEL III

27

54

69

71

74

LEVEL IV

30

61

77

80

85

Ref.

101003

Material

SST

H (mm)

598

D1 (mm)

16

M1 (mm)

M20

A (mm)

156

Weight (g)

3400



h (m)

2

4

6

10

20

NIVEL I

31

63

79

79

80

NIVEL II

35

69

87

88

89

NIVEL III

39

78

97

99

102

NIVEL IV

43

85

107

109

113

Ref.

101009

Material

SST

H (mm)

598

D1 (mm)

16

M1 (mm)

M20

A (mm)

186

Weight (g)

4150

h (m)

2

4

6

10

20

LEVEL I

13

25

32

34

35

LEVEL II

15

30

38

40

43

LEVEL III

18

36

46

49

54

LEVEL IV

20

41

52

56

63

Ref.

101000

Material

SST

H (mm)

387

D1 (mm)

16

M1 (mm)

M20

A (mm)

95

Weight (g)

2350
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INGESCO® PDC 3.3
LIGHTNING ROD

INGESCO® PDC 4.3
LIGHTNING ROD

∆t : 25µs
D: Streaming distance
L-I : D = 20 m
L-II : D = 30 m
L-III : D = 45 m
L-IV : D = 60 m

∆t : 15µs
D: Streaming distance
L-I : D = 20 m
L-II : D = 30 m
L-III : D = 45 m
L-IV : D = 60 m

∆t : 34µs
D: Streaming distance
L-I : D = 20 m
L-II : D = 30 m
L-III : D = 45 m
L-IV : D = 60 m

INGESCO® PDC 5.3
LIGHTNING ROD

INGESCO® PDC 6.3
LIGHTNING ROD

INGESCO® PDC 6.4
LIGHTNING ROD

	 Coverage radius (m) INGESCO® PDC 5.3 according to protection level  
	 and height (UNE 21.186:2011, NFC 17.102:2011 and NP 4426:2013)

	 Coverage radius (m) INGESCO® PDC 6.3 according to protection level  
	 and height (UNE 21.186:2011, NFC 17.102:2011 and NP 4426:2013)

	 Coverage radius (m) INGESCO® PDC 6.4 according to protection level  
	 and height (UNE 21.186:2011, NFC 17.102:2011 and NP 4426:2013)

∆t : 43µs
D: Streaming distance
L-I : D = 20 m
L-II : D = 30 m
L-III : D = 45 m
L-IV : D = 60 m

∆t : 54µs
D: Streaming distance
L-I : D = 20 m
L-II : D = 30 m
L-III : D = 45 m
L-IV : D = 60 m

∆t : 60µs
D: Streaming distance
L-I : D = 20 m
L-II : D = 30 m
L-III : D = 45 m
L-IV : D = 60 m
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